
 

 
*1 Grass or ground cover shall be planted on all portions of the landscape 

buffer area not occupied by other landscape material. 

*2 O.F.T. means "or fraction thereof." Unless otherwise specified, trees do not 
have be equally spaced, but may be grouped. 

*3 To determine required area of landscape buffer area, multiply required 
width by length of common boundary. Through the plan review process, 
landscape buffer area width may be averaged as follows, if the Planning 
Commission determines such averaging to meet the intent of this 
ordinance: Using items 1C as an example, the 10' required width times an 
assumed 100' of common boundary equals 1,000 sq. ft. of required 
landscape area. Thus, if some sections of the landscape buffer area are 
only 5' in width, other sections will have to be greater than 10' in width in 
order to attain the required 1,000 sq. ft. of landscape area. Five (5) feet 
shall be the least dimension.  

*4 A continuous planting of evergreen trees 15' o.c. shall be deemed to meet 
the requirements for trees and a continuous planting of shrubs provided 
the trees meet the requirements of Section 6.2433 and an opacity of 
seventy percent (70%) is achieved. 

*5 No map amendment request, subdivision plat, or development plan shall 
be approved by the Planning Commission except in compliance with this 
section. However, the Planning Commission shall not require such 
landscaping adjoining the Urban Service Area boundary where any of the 
following conditions exist: major railroad lines, major water bodies (not 
including streams or farm ponds), public owned parks or open space, 
public property with a low intensity of use, existing urban development 
along the Urban Service Area or boundary. 

*6 The 15' Landscape Buffer Area (LBA) may be reduced to 5' when used in 
conjunction with a 6' high opaque wall or fence, if the Planning 
Commission determines such reduction to meet the intent of this 
ordinance. 

*7 In situations where a slope occurs along a boundary, the required 
landscaping shall be placed (in relation to the slope) where it will most 
effectively screen the more intensive use from the adjoining property. 
The maximum allowed slope in a buffer area shall be 3 to 1. 

*8 Screening may be waived with the written concurrence of the adjoining 
property owner. 

*9 For the purposes of determining buffer easements, established 
single-family uses and public uses such as parks and schools may be 
considered by the Planning Commission to be equivalent to single-family 
residential zones. 

 


