
 

*10 When a wall is used to buffer any zone or VUA from a residential zone, it is 
to be constructed of precase concrete or constructed of/faced with 
natural stone brick.  

 
6.13 Vehicular Use Area Perimeter Requirements 

A. When the 
following. 

B. Adjoins the 
following 

C. a minimum 
landscape buffer area 
of this width is 
required *1 

D. which will contain this 
material, *3 to achieve 
opacity required  

1. Any vehicular 
us area 2* (VUA) 
on any 2 2. 
property 

Any property 
in any zone 
except 
industrial or  
agriculture 

5' to edge of paving 
where vehicles 
overhang, 4' minimum 
from edge of paving 
and 3' (that prohibits 
any vehicular 
over-hang) for other 
areas, on boundary of 
portion of vehicular 
use area that faces 
adjacent property 

1 tree/40' of boundary of 
vehicular use area OFT 4 
from Group A, B, or C, 
plus a 3' average height 
continuous planting, 
hedge, fence, wall or 
earth mound or a 3' 
decrease in elevation 
from the adjoining 
property to the vehicular 
use area *6 

2. Any vehicular 
use area in any 
zone except 
vehicular sales 
facilities or 
service stations 
*6 

Any public or 
private lie or 
private street 
right-of-way, 
access road or 
service road 
(except 
expressways) 

Same as 1C above, 
Same as i above 
except applies to VUA 
portion facing public 
or private street 
right-of-way, access 
road, or service road 

Same as ID, exceр Same 
as 1D, except use only 
Group A or B  

3. Any vehicular 
sales facility or 
service 

Any public or 
private street 
right-of-way, 
access road or 
service road, 
expressway or 
arterial street 

Same as 2C above 1 Tree/50' OFT from 
Group A or B plus a 18" 
average height 
continuous planting, 
hedge, fence or wall 

4. Financial 
Institutions 
with drive-in 
facilities or 
night 
depositories 

Same as 2B Same as 1C 1 tree/40' of boundary 
OFT from Group A or B 
(deciduous only) with 5' 
of clear trunk, plus an 
18" average height 
continuous planting, 
hedge, fence, or wall 
adjoining a public or 

 


