
 

placement of the container shall be provided within the 
screening material on those sides where there is such 
material. The barrier shall be at least eighteen (18) inches 
from the material and shall be of sufficient strength to 
prevent possible damage to the screening when the container 
is moved or emptied. The minimum front opening of the 
screening material shall be twelve (12) feet to allow service 
vehicles access to the container. 
 
6.233 Screening of Outdoor Storage Areas - All outdoor storage 
areas in industrial zones shall be screened by a solid wall or 
fence not less than six (6) feet in height. 
 

6.24 Landscape Materials  
 

The landscaping materials shall consist of the following, and are 
described in more detail in the Planting Manual and Plant Materials 
List available at the Planning and Building Inspection Departments.  
 

6.241 Walls and Fences - Walls shall be constructed of natural 
stone, brick or other weatherproof materials; while fences 
shall be constructed of wood or other weatherproof, durable 
materials generally used in the exterior construction of 
buildings (See also notes #10 and %5, for tables 6.12 and 6.13). 
Fence posts shall be structurally stable based on the material 
used, and shall have a maximum spacing of 8' o.c. If wood is 
used, the posts shall be 4" x 4" minimum. Posts shall be set in 
or anchored to crowned concrete footers at least 6" larger in 
each direction than the post it supports. The base of the 
footer shall be at least 24" below finished grade. If wood is 
used for any member, it shall be softwood treated with 
water-borne preservative to the American Wood Preservers 
Institute standard LP-2 for above ground use or LP-22 for 
ground contact use, or all heart redwood, or all heart cedar. 
All cut surfaces of pressure treated lumber shall be 
waterproofed. If another material is used, it shall be 
weatherproof. Slats are to be minimum 1/2" in thickness and 
are to be placed on the outside of the fence unless the design 
is two-sided (shadow-box, etc.). All hardware is to be 
galvanized or otherwise rustproofed. Wood horizontal 
members shall be installed bark-side up. Chain link fencing 
may not be used to meet the requirements of this Article. 
Chain link fencing may be installed in the required landscape 
area only if it is in addition to the required continuous 
planting, hedge, fence, wall or earth mound. In industrial 
zones, there shall be no height limitation on walls or fences; 
in all other zones, however, there shall be a six (6) foot height 

 


