
 

concrete. 
 
6.2433 Evergreen Trees Evergreen trees shall be a 
minimum of five (5) feet high with a minimum caliper of 
one and one-half (1-1/2) inches immediately after 
planting.  
 
6.2434 Shrubs and Hedges - Shall be at least 12" with 
three (3) canes for Section 6.13 lines 3 and 5, at least 2' 
with three (3) canes for all other lines of Section 6.13 
and 6.14, and 3' with four (4) canes for Section 6.12 in 
average height when installed. After approval by the 
Landscape Inspector and with the exception of the 12" 
plants, shrubs and hedges may be pruned to one-half 
the height in accordance with accepted horticultural 
practices. All plants shall conform to opacity, mature 
height, and other requirements of the final approval of 
each planting or replanting. Privet, Ligustrum species, 
cannot meet the opacity requirements and may not be 
used to satisfy the requirements of this Article. The 
height of the planting shall be measured from the level 
of the surface of the vehicular use area at the edge 
closest to the screening. 
 
6.2435 Vines Shall be at least 15 inches high at planting, 
and are generally used in conjunction with walls or 
fences.  
 
6.2436 Grass or Ground Cover - Grass of the fescus 
(Gramineak) or Bluegrass (Poaceae) family shall be 
planted in species normally grown as permanent lawns 
in Scott County, and may be sodded, plugged, sprigged, 
or seeded; except in swales or other areas subject to 
erosion, where solid sod, erosion reducing net, or 
suitable mulch shall be used, nurse-grass seed shall be 
sown for immediate protection until complete coverage 
otherwise is achieved. Grass sod shall be clean and free 
of weeds and noxious pests or diseases. Ground cover 
such as organic materials shall be planted not more than 
15" on center and in such a manner as to present a 
finished appearance and have 75% of complete coverage 
after two complete growing seasons. In certain cases, 
ground cover also may consist of rocks, pebbles, sand, 
and similar approved materials.  
 

6.25 Vehicle Overhang  
 

 


