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Section 19. MISCELLANEOUS Provisions

The following standards for the construction, 

alteration and repair of any electrical wiring within 

the City of Georgetown, Kentucky, shall be required, in 

addition to the requirements of the National Electric 

code which are incorporated into the State Standards of 

Safety. In the event any of the following provisions 

have a counterpart in the National Electric Code, the 

code with the strictest standard shall apply. The 

local .standards are as follows: 

(1) All non-metallic electric cable shall be 

secured with plastic staples. 

(2) Non-metallic electric cable run in the crawl

space of a house shall follow the running 
boards or be run through holes drilled in the 
floor joists (pursuant to the standards set 

out in the Kentucky Building Code). 

(3) The directory on electric panels shall be 

complete. 

(4) There must be a separate electric disconnect 

for water heaters, furnaces, air 
conditioners, garbage disposals and 
dishwashers. This requirement shall not 

apply to dishwashers plugged into a 

receptacle. 

(5) The wiring to water heaters, furnaces, 

dishwashers, air conditioners and garbage 

disposals shall be run in flexible conduit. 

(6) Ground Fault Interrupters (GFI) 

(a) A GFI receptacle may not include more 
than the master and three downstream 

receptacles. 

(b) A master GFI receptacle in the kitchen 

must be located above the counter. A 
master GFI receptacle for the 
bathroom(s) shall be located in the 
master bath. The master garage GFI 

receptacle master shall be located in 

the garage. An outside GFI master 
receptacle can be located in the kitchen 

or garage. 
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