
the ditch sides/bore areas in preparation for repair required under SECTION THREE 

herein below. 

An acceptable bond shall consist of either cash, letter of credit issued by an 

FDIC-monitored lending institution, or performance bond issued by an insurance 

company licensed to conduct business in the Commonwealth of Kentucky. 

SECTION TWO: INITIAL REPAIR. 

Immediately after the construction is completed, the contractor shall fill the ditch 

to the surface with dense grade rock. Refilling the ditch with anything other than dense 

grade rock is strictly prohibited. If the construction consists of a bore, then upon 

completion the area will be repaired with the same materials as first removed. 

SECTION THREE: REPAIR PREPARATION. 

Within ten (10) days of the completion of construction the ditch/bore shall be 

repaired. In preparation for the repair, the dense grade rock shall be removed from the 

ditch/bore to a level eight (8") inches below the street surface and the sides of the 

ditch/bore shall be straightened. Each side of the ditch/bore shall be widened by at least 

one ( 1 ') foot. 

After the ditch/bore is prepared, concrete shall be poured into the ditch/bore to a 

level of two (2") inches below the street surface. Asphalt shall be installed in the amount 

necessary to raise the level of the repairs even with the streeUroad surface. In the event 

the construction area consists of a bore through soil only, the said area should be 

repaired utilizing the same materials as once removed/disturbed. 

SECTION FOUR: FINAL REPAIR. 

Final repair of the ditch/bore shall not be performed until the County Road 

Supervisor, or designee, inspects the repaired ditch/bore. Upon certification of the 

County Road Supervisor (or designee) that the repair has been successfully completed, 

the Scott County Fiscal Court shall release the bond. 
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