
 
iii. Pavement depth shall include a base (rock) of eight (8) inches, a binder 

rf two (2) inches and one (1) inch of asphalt:  
iv. Shoulders on each side shall be two (2) feet of gravel. 

 
c. Ditches and cross-drains shall be constructed to the same standard for both 

public and private roads. Both sides of the road shall be ditched at a two to 
one (2:1) slopes. Cross-drains shall be installed for driveways and roads 
(existing or new) to allow stormwater flow to the nearest drainage structure. 
 

d. Cul-de-sac length shall not exceed one thousand (1,000) feet. Cul-de-sac 
geometry shall conform to the requirements in Appendix VII. Alternative 
cul-de-sac designs may be allowed where approved by the Fire Chief and the 
Commission Engineer/Planning Director. Emergency vehicles shall have safe 
and effective access to all lots. 
 

e. Final Plats of cluster developments containing roads intended for dedication 
to the County for maintenance shall display a note which informs the public 
concerning Ser County's policy on road dedication and acceptance. 
 

f. Cluster developments containing private roads must have a homeowners 
association obligated and authorized to maintain those private roads. Final 
Plats of cluster developments containing private roads shall display a note, 
which informs the public concerning the homeowners association, 
ownership of the private roads and the mechanism for maintaining the 
private roads. 
 

g. All cluster lots shall have access to internal roads only. There shall be no 
direct access, i.e. driveways, onto the existing public road. 
 

h. Entrance improvements or for county/slate county and state roads shall 
include fifty-five feet (55) radii at intersections and one hundred feet (100) 
taper for new street back to edge of public road. Turn lanes, acceleration 
lanes, deceleration lanes and secondary access points are required for cluster 

 


