
 
 

C. When Traffic Access And Impact Studies Are Required Traffic access and 
impact studies shall be submitted along with applications for Preliminary 
Subdivision Plan and Development Plan requests that fall within the 
following 24 hour trip generation ranges:  
 
24 Hour Trip Generation Traffic Study Scope 

750-3,000 ADT* Level I 

3,501-6,000 ADT  Level II 

6,001 + ADT Level III 
 
*  = Cluster Res dential Subdivisions with 30 or more lots shall submit at least 
a Level I study per Item G of this ordinance.  
 
Trip generation rates for proposed uses shall be calculated using the YTE 
Trip Generation Manual, 6th (or latest) Edition.  
 
Upon proof by the applicant's traffic engineer that a lower level traffic impact 
study would be adequate for a proposed development, or that a traffic impact 
study is not warranted, the planning Director may reduce the level of the 
study or waive the requirement. 
 

D. Submission And Review Procedures For Traffic Access And Impact Studies 
1. Applicants should conduct a preliminary trip generation assessment of 

any proposed Preliminary Subdivision Plan or Development Plan to 
determine if a traffic study will be required. This preliminary 
assessment should be conducted well in advance of the actual 
submission of plans. 

2. If the preliminary assessment indicates that a traffic study will be 
required, the applicant snoúld immediately consult with the Planning 
Commission staff to verify a Jeve opment's projected trip generation, 
and to confirm whether or not a study will be required. If a study is 
required, the required level can be determined at that time.  

3. The applicant shall then select a traffic or transportation engineer to 
prepare the study, who may need to consult with the Planning 
Commission staff periodically to review the collected data and any 
assumptions made in the draft report.  

 


