
 
III. Trip Generation Rates 

A.  Listing of trip generation rates 
B. Listing of sources for rates used  

1. ITE Trip Generation, 5th (or latest) Edition  
2. IF the type of proposed development is not addressed in 

the ITE Manual, then other rates may be used as long as 
they are documented and have been approved by the 
Planning Commission staff. 

C. Calculation of trip ends by type of generator  
1. Traffic generated by phase 
2. 100% оccupancy and development 

 
  IV. Trip Distribution 

A. Assumptions as to the directional distribution of traffic to and 
from the development. 

B. Assumptions as the peak hour percentages 
C. Assumptions as the peak hour directional splits 
D. Assumptions as the pass-by trips, if applicable (must be 

approved by the Planning Commission staff).  
 

  V. Analysis 
A. Level of Service (LOS) and capacity analysis for peak periods 

1. Compute the projected LOS ard capacity analysis for each 
access point and control point to the adjacent road system 
based on the development by phase. 

a. Highway Capacity Software is recommended (other 
nationally recognized software can be used) 

2. Compare LOS pre- and post- development, if applicable 
3. Link analysis, if applicable  

B. Intersection and roadway geometry- existing and proposed 
1. Distances from existing streets, driveways, and/or median 

cuts 
2. Alignment with existing streets, driveways, and/or median 

cuts 
3. Intersection layout  
4. Sight distance 
5. Right-of-way width(s) 
6. Lane width(s)  

C. Site Circulation 
D. Pedestrian facilities 

1. Sidewalks 

 


