
 
Step Three: Review. Formal review of proposals will be in conformance with the process 
and procedures contained within the Subdivision & Development Regulations and 
outlined in the Zoning Ordinance. 
 
Step Four: Permits and Application. The applicant will be required to obtain a building 
permit from the Building Inspection Department. In addition, an application and 
supplemental materials will be required. The application will include materials such as 
photographs of surrounding property, site plan, and facade elevation. 
 
Design and Application Submittal and Review Process 
 
INTENT: The purpose of compatibility standards for manufactured housing is to permit 
local governments to adopt and enforce, as a part of its zoning regulations, compatibility 
standards governing the placement of qualified manufactured homes in residential 
zones, within the local government's jurisdiction. 
 
GUIDELINES: The qualified manufactured home shall be reviewed for its compatibility 
with architectural appearance and similarity with (1) adjacent development or 
surrounding developments (i.e. either side of the proposed site within the same block 
face and adjacent to the rear), (2) development within the same zone or general area, or 
(3) within a one-eighth (1/8) mile radius or less from the proposed location of the 
qualified manufactured home. 
 
ARCHITECTURAL COMPATIBILITY GUIDELINES 
 
1. Facades and Exterior Material 
 

Exterior material shall be material customarily used on site-built dwellings, such 
as board siding, plywood, or press wood siding, non-glossy vinyl siding, stucco, 
brick, or non-reflective aluminum. 

 
2. Roof Pitch and Material 
 

Roofing material shall be of wood, tile or composition shingles, and must have an 
eave projection of no less than 6 inches. The roof of each proposed unit shall 
have a pitch at least equal to the average of the two residential buildings in the 
same block face (residential buildings on either side of the lot, or two nearest 
residences, if the adjacent structures are not residential). 

 
3. Windows 
 

Front facing windows must have consistent size, spacing, and proportion to that 
of the adjacent residences. 

 
4. Porches 
 

Roofed front porches must be included on each structure if more than 50% of the 
structures in the same block face or within 200 feet 

 
 
 
 
 
 
 
 
 
 


