
 
water quality protection plan have been submitted to and approved by the 
Planning Commission Engineer.  

 
2. The initial construction on any site shall be implementation of the 

approved water quality protection plan, unless otherwise authorized in writing by 
the Planning Commission Engineer. 

 
[The following is stricken from the Ordinance.] 
 
Water Quality Protection Plan Format, Contents and Standards 
 
The water quality protection measures shall conform to erosion and 

sediment control provisions in the Soil Conservation Service Handbook dated 
November, 1969, and to the Specifications for Soil Erosion and Sediment Control in 
Urbanizing Areas, which is hereby incorporated in this ordinance by reference. 
Supplemental reports, data and verification information may be required by the 
Commission Engineer where necessary to demonstrate that the standards are met. 

 
The water quality plan and specifications shall include the following, except 

where specifically waived by the Commission Engineer. 
 
Existing contours with intervals of not more than two (2) feet where the 

slope is less than ten percent (10%). 
 
Location of the following: 

 i. All areas where ground will be disturbed showing nature of the 
disturbance. 

ii. Soil type in those areas. 
iii. Proposed location of stockpiled stripped topsoil which shall not be in a 

natural drainage way nor in close proximity to neighboring properties. 
 
c. Specific proposed temporary water quality protection / erosion control 

measures during construction which shall include but not be limited to silt fence 
installed down hill perimeter of the disturbed area and check dams in outlet 
channels (See Sec. B.11). 

 
d. Specific proposed permanent water quality protection / erosion control 

measures during the life of the facility, including locations and specifications for 
vegetation or crushed stone. 

 

 


