
 
removal and/or transplanting of cultivated sod, shrubs, and trees, tree cuttings to 
or above existing root mat intact. 

 
4. Grading, as a maintenance measure, or for landscaping purposes 

on.existing developed lots or parcels. 
 
5. Installation of lateral sewer lines, telephone lines, electricity lines, gas lires 

of other public service facilities. 
 
6. Subdivision for which a preliminary or final plat is approved prior to the 

effective date of this regulation.  
 

 ADMINISTRATIVE PROCEDURES. Applications for approval of an erosion 
control plan shall be submitted to the Georgetown-Scott County Joint Planning 
Commission and forwarded to the Scott County Soil and Water Conservation 
District for review and recommendations. The application shall contain the 
applicant's name and address and other relevant information required on the 
application forms provided. It shall also contain a proposed erosion control plan 
containing the information required by Section (X) (this section struck with margin 
note “below”). The plan shall be designed as suggested in the Kentucky Division of 
Conservation and the Division of Water handbook dated August, 1994, Kentucky 
Best Management Practices for Construction Activities. The application must be 
signed by the owner of the property or any authorized agent, and the erosion 
control plans must be certified by a registered professional engineer or licensed 
landscape architect if submitted in association with a major subdivision or 
development plan. 
 

The erosion control plan shall be reviewed by the Scott County Soil 
Conservation District Erosion Control Committee or their designated agent. The 
Scott County Soil Conservation District will review these recommendations for 
incorporation into the development report which is submitted to the Planning 
Commission. Upon approval of the plan by the Planning Commission, the 
developer can begin work. 

 
CONTENTS OF THE SOIL EROSION PLAN: The following information must be 

included in the Soil Erosion Plan: 
 
1. The erosion control plan shall be drawn at a scale of 1" - 100' (or less) 

indicating (a) the site location as well as the adjacent properties; and (b) 
identification of any structure for natural feature on the land adjacent to the site 
and within 250' which has a significant impact on drainage or siltation controls. If 

 


