
 
the development is to be in states, the plan shall cover the entire tract to be 
developed. 

 
2. Property boundary bearings and distances for the site on which the work 

is to be performed. 
 
3. The anticipated time of exposure of each area prior to the completion of 

effective erosion and sediment control measures. 
 
4. Existing topography at contour intervals not exceeding ten (10) feet; five 

feet where conditions warrant. 
 
5. Location and identification of any proposed additional structures of 

development on the site, except single-family and two-family residential 
structures and their accessory structures in a subdivision (if applicable). 

 
6. Plans and specifications for all drainage provisions, retaining walls, 

cribbing, planting, antierosion devices or other protective devices (whether 
temporary or permanent) to be constructed in connection with, or as a part of the 
proposed work, together with a map showing the drainage area of land tributary to 
the site and a statement explaining the amount of estimated runoff used to 
determine the design characteristics of any drainage device. Upstream drainage 
must be considered and explained if any adverse effect is possible. 

 
7. Plans for removal, re-contouring or other final disposition of sediment 

basins or other structural improvements or devices included in the plan.  
 
8. If a sedimentation basin is required, it should be designed by certified 

engineers in accordance with the Soil Erosion and Sediment Control Guidelines for 
Scott County. 

 
PRINCIPLES TO BE CONSIDERED IN REVIEWING APPLICATIONS. 
 
1. The erosion control plan should relate to the specific site conditions. 
2. The plan should keep land grading and land disturbance to a minimum 

under the circumstances. 
3. Both surface and storm water drainage systems should be integrated to 

accommodate the increased runoff incurred during land grading. 
4. To prevent soil-erosion existing, temporary and future protective 

vegetative cover should be emphasized. 

 


