
i. Topsoil shall be removed from all areas to 
be disturbed; 

ii. The natural ground surface shall be 
prepared to receive fill by removing any vegetation or 
non-forming fill; 

iii. No fill or cut or operation of heavy 
equipment shall occur within the drip line of the 
existing trees designated to be preserved; 

v. Topsoil moved during the course of 
construction shall be redistributed on all exposed 
unpaved areas to provide an even cover and shall be 
stabilized by seeding, planting, or mulch within 21 
days. 

vi. Excess cut or demolition debris shall not 
be deposited in a natural drain way, sinkhole, or in 
the Creek Conservation Corridor. Water quality 
protection measures shall be implemented on all off­
site storage sites within the control of the developer. 

b. Fill: 

i. No organic material or topsoil shall be 
permitted in the fill; 

ii. No rock or similar irreducible material 
with a maximum dimension greater than twelve inches 
shall be buried or placed in fill unless approved by 
the Planning Commission Engineer; 

iii. Fill, including pre-existing fill, shall 
be compacted in no greater than one-foot layers to a 
minimum of 95% of maximum density (ASTM, 99, current) 
when supporting structures or streets are to be 
constructed on the fill or if that compaction is 
necessary as a safety measure to aid in preventing the 
saturation, slipping, or erosion of the fill; 

iv. No surface drainage shall be conveyed over 
fill. 

c. Slope stability: 

i. Cut slopes shall not exceed 2:1 without a 
retaining wall, unless benched into sound bedrock or 
other component material, or unless it can be 
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