
 
iv) Phosphorous 
v) Metals  

2) Commercial and industrial 
i)  Hydrocarbons 
ii)   Trash 
iii)  Setteable solids 
iv) Total suspended solids 
v) Nitrogen 
vi) Phosphorous 
vii) Metals 

Additional Storm Water Controls for Specific Commercial Areas: Specific 
design criteria for the following types of development are to be used: 
 

1) Restaurants/grocery stores  
i) Dumpster pad areas are to drain into the proposed storm 

sewer system. 

ii) A pretreatment device is to be used at dumpster locations 
that drain into the storm sewer system. 

iii) Pretreatment device is only to receive surface water from 
dumpster pad. 

iv) Configuration and pretreatment to be approved by Scott 
County Health Department. 

v) Operation and maintenance criteria to be included in the 
Construction Plans and Final Development Plans.  

2) Refueling stations 
i) Canopy refueling areas are to drain to the sanitary sewer. 

ii) Grade elevations are set to ensure that the only surface area 
draining into the sanitary system is from the pad itself. 

iii) No external rainwater can drain into the sanitary lines. 

iv) A pretreatment device is to be used for discharges draining 
into the sanitary system. 

v) Configuration and pretreatment to be approved by GMWSS. 

vi) Operation and maintenance criteria to be included in the 
Construction Plans and Final Development Plans.  

3) Repair shops/oil change facilities/car lots 
i) Interior vehicle areas are to drain into the sanitary system. 

 


