6. Photographs documenting the BMP as it exists during the inspection

(4) The engineer or inspector shall immediately notify the property owner and the Issuing
Authority in writing of any violations found and the required corrective actions. The
Issuing Authority reserves the right to require further or alternate corrective actions as it
deems necessary.

(5) Upon completion of the construction of the BMP and prior to final plat approval for
new residential developments or issuance of a certificate of occupancy for commercial
developments and residential redevelopments, the engineer or inspector shall submit a
final inspection report and certification of completion on a form provided in the BMP
Manual.

(B) Annual Post-Construction Inspection

All Stormwater BMPs subject to this section shall be inspected at least annually by the
Responsible Entity or as otherwise noted in the operation and maintenance agreement. General
inspection requirements for each BMP shall be set forth in the BMP Manual. Annual inspection
requirements for each development or redevelopment project shall be governed by the operation
and maintenance agreement referenced in subsection 7 of this section. Annual inspections shall
be submitted on a form provided by the Issuing Authority and shall be due no later than
September 30", The Issuing Authority may impose additional inspection requirements for
particular BMPs where circumstances warrant, and such additional requirements shall be
incorporated in the operation and maintenance agreement. The Issuing Authority reserves the
right to inspect any Stormwater Management System or BMP to ensure compliance with this
section.

9 ENFORCEMENT

(A) The Issuing Authority and its duly authorized representatives shall be responsible for the
enforcement of this section and shall have the authority to issue notices of violation (NOVs),
citations, and levy fines as described below.

(B) Enforcement procedures may be utilized if any of the following conditions exist:

1. Structural and/or non-structural BMPs are not being installed or maintained per
manufacturer's specifications and/or the Stormwater BMP Manual:

2. Construction is not in compliance with the approved stormwater management
plan;

3. Maintenance of permanent stormwater BMPs is not sufficient after construction:

4. Failure to inspect and/or submit an inspection report; or

5. Any of the conditions of this section are not being met.



