
necessary for safe operation, and shall be directed downward, incorporate full 
cut-off features, and incorporate motion sensors where feasible. Lighting 
shall be designed to avoid light trespass. 

D. Height Requirements for Ground Mounted SES. A Ground Mounted SES shall 
not exceed twenty (20) feet in height as measured from the highest natural grade 
below each solar panel without approval by the Board of Adjustment or other 
authority having jurisdiction. The height restriction excludes utility poles, storage 
batteries, and antennas constructed for the project. A Ground Mounted SES may 
exceed twenty (20) feet in height upon a finding that the SES would use less land, or 
provide other environmental, economic, or other benefits if the height limitation is 
increased. 

E. Siting Restrictions for Ground Mounted SES 

I. An Intermediate or Large-Scale Ground Mounted SES, measured from the 
closer of the outer edge of the nearest panel or perimeter fencing, shall be 
located at least one hundred ( 100) feet from the property line of any property 
zoned for residential or agricultural use, at least thirty (30) feet from the 
property line of any property zoned for commercial, business, industrial, 
office, or institutional use, and at least one hundred (I 00) feet from the 
centerline of any public road. 

2. An Intermediate or Large Scale Ground Mounted SES, measured from the 
closer of the outer edge of the nearest panel or perimeter fencing, shall be 
located no closer than one hundred ( 100) feet from a residence located on 
a property other than that on which the Ground Mounted SES is to be 
installed. 

3. Setbacks are not required where the property line is shared by two or more 
participating landowners. 

4. Setback requirements may be expanded by a Board of Adjustment or 
other authority having jurisdiction, as a condition of approval of a 
Conditional Use Permit, where deemed necessary to assure effective 
screening. The Board of Adjustment shall state the findings justifying the 
expanded setbacks. 

F. Screening. Ground Mounted SESs shall be effectively screened from 
properties zoned for residential use other than that on which the SES is to 
be constructed. 

I. Ground Mounted SESs approved as a conditional use shall have or install a 
visual buffer of natural vegetation, plantings, earth berms, and/or fencing 
that provides an effective visual and lighting screen between the SES and 
properties zoned for residential use, unless waived by the Board of 
Adjustment or other authority having jurisdiction. If such a waiver is 
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